GROWING TOGETHER

POWER TRAX HD (FL) - TexHnyeckue cneumpmkaumm

Version

Type

Tyre Size

Description

POWER TRAX HD — AunaroHanbHble WnHbI NpeMuyM-knacca
LN151 NMPOMBILLIEHHbBIX BUTOYHBIX MOrPy34nKOB. [Ny6oKuii
MpOTEKTOP, YTOsILLEeHHAs 6oKoBasi CTEHKa ¥ MPOYHbIN KOpMyC
rapaHTUPYIOT UCKITIOUNUTENBHYIO ONITOBEYHOCTb, @ TaKXKe
MUHMMU3MPYIOT PUCK MPOKOSIOB U CTyYaiHbIX MOBPEXAEHWN.
Brnarogapst OTAMYHOM YCTOMUYMBOCTU K NMOpe3aM,
pacLLEeN/IEHMIO 1 pa3pbiBaM 3TU LUMHbI NOAXOAAT ANt
LLIEpPOXOBATOMN 1 TBEPAOIN GETOHHOW NOBEPXHOCTM.
CneuwmanbHo pa3paboTaHHas 3alumTa obosa npeaoTspalLaeT
NPOKObl M MOBPEXAeHNe Koneca y 6opTa.

UM

International Standard

Construction

B BIAS

Machinery

Mpon3BOACTBO: BUNOYHBIN NOrpy3umk

STANDARD
T

8.25-15



Dimensions International Standard

Ply Rating 14
Section Width (mm) 248
Overall Diameter (mm) 845
Rim Rec 6.50
Rim Alt 7.0

Load capacity (Kg)

km/h / bar 8.00

25 LOAD WHEEL 4225
25 STEER WHEEL 3250
10 OTHER VEHICLES 4225
25 OTHER VEHICLES 3250
STATIC SIDE LOADER 4910
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